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A method for object-based video description and linking is disctosed. The mediod constructs a companicm stream for a video sequence 
which may be in any common foraiat. In the companion stream, textual descriptions, voice annotation, image features, URL links, and 
Java applets may be recorded for certain objects in ttie video within each frame. The system tnchides a capture mechanism for germating 
an image, such as a video camera or computer. An encoder embeds a descriptive stream with the video and audio signals, which combined 
signal is transmitted by a transmitter. A receiver receives and displays the video image and the audio. The user is allowed to select whether 
or not the embedded descriptive stream is displayed ct otherwise used. 
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DESCRIPTION 

A MEIHOD AND SYSTEM FOR OBJECT-BASED VIDEO DESCRIPTION AND 
LINKING 

Reld of the Invention 

This invention relates to an object-based description and linking method and 

system for use in describing the contents of a video and linking such video contents with other 

multimedia contents. 

Background of the Invention 

In this infonnadon age, we daily deal with vast amotmt of video information when 
watching TV, making home video, and browsing the World Wide Web. The video which we 
receive or make is mostly in an "as is" state, i.e., there is no further information available about 
the content of the video, and the content is not linked to other related resources. Because of this, 
we view video in a passive manner. It is difiScult for us to interact with the video contents and 
utilize them efficiently. From time to time, we see someone or something in the video about 
which we would like to find mcffe information. Usually, we do not know where to find such 
information, and do not begin or continue our quest It is also difficult for us to search for video 
clips which may contain certain content related to our interests. 

Existing multimedia descr^tive networking methods and languages comprise the 
known art Examples of such methods include the descriptive techniques used in connection with 
digital libraries and computer languages, such as HTML and Java. The existing methods used in 
digital libraries suffer from shortcomings in that they are not necessarily object-based, e.g., the 
methods that use color histograms describe only the global color contents of a picture and do not 
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describe the contents of the pictore; linking and netwoddng capability is not inherent in the 
systems; and, the video sonices must be of a specific type in order to be compatible with the 
primary language. Languages such as HTML and Java arc difBcult to use for describing and 
linking video contents in a video sequence, espedaDy when it is desired to treat the video 
sequence at the object level. 

If a video sequence were to be accompanied by a stream of descriptions and links 
that provided additional information about the video, and which were embedded in the video 
signal, we could find farther information about certain objects m the video by looking up their 
descriptions, or visiting their related Web sites or files, by following the embedded links. Such 
descr^tions and links may also provide useful information for content-based searching in digital 
libraries. 

Snmmarv of the Invention 

A new method and system for ob^-based video description and linking is 
disclosed. The method constructs a companion stream for a video sequence which may be in any 
common format In the companion stream, textual descriptions, voice annotation, image features, 
object links, URL links, and Java applets may be recorded for certain objects in the video within 
each fiame. The method may be utilized in many applications as described below. 

The system of the invention includes a mechanism for generating an encoded 
image. An encoder embeds a companion descriptive stream with a video signal. A video display 
displays the video image. The user is allowed to select whether or not the embedded descriptive 
stream is displayed or otherwise used. 

It is an object of the invention to develop a method and system for describing and 
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linking video craitents in any format at the video object level. 

It is a further objett of the invention to allow a video object to be linked to other 
video/audio contents, such as a Web site, a computer file, or other video objects. 

These and other objects and advantages of the invention will become more fiilly 
apparent as the description which follows is read in connection with the drawings. 

Brief Description of Ae Drawings 

Fig. 1 is a block diagram of the method of the invention. 

Fig. 2 is an illustration of the various types of links that may be incorporated into 
the invention of Hg. 1. 

Fig. 3 is a block diagram of the system of the invention as used within a television 
broadcast scheme. 

Detafled Description of the Preferred Embodiment 
A new method for describing and linking objects in an image or video sequence is 
described. The metfiod is intended for use with a video system having a certain digital 
component, such as a television or a computer. It should be appreciated that die method of the 
invention is able to provide additional Ascription and links to any format of image or video. 
While tte method and system of the invention is generally intended for use with a video sequence, 
such as in a television broadcast, video tape or video disc, or a series of video frames viewed on a 
computer, die method and system are also applicable to single images, such as might be found in 
an image database, and which are encoded in well-known framats, such as JPEG, MPEG, binary, 
etc., or any oUier format As used herein, "video" includes die concept of a single "image." 

Rrferring now to Rg. 1, the method, depicted generally at 10, builds a description 
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Stream 12 as a companion for a. video sequence 14, having a plural fiames 16 therein. Jn each 
selected frame, there may be one or more objects of intaest, such as object 16a and object 16b. 
It will be appreciated by those of sfcfll in the art that not all of die fiames in video seqience 14 
must be selected for having a companion descriptive streani lialced therewith. 

The descriptive stream records further information about certain objects appearing 
in the video. The stream consists of continuous blocks 18 of data where each block corresponds 
to a frame 16 in the video sequence and a frame index 20 is recorded at the beginning of the 
block. The "object of intaesf may comprise the entire video frame. AdditionaDy, a descriptive 
stream may be linked to a number of frames, which frames may be sequential or non-sequential. 
In the case where a descriptive stream is linked with a sequential number of frames, the 
descriptive stream may be thought of as having a "lifespan," i.e., if the user does not take some 
action to reveal the descriptive stream when a linked frame is displayed, the descriptive stream 
"dies," and may not, in the case of a television broadcast, be revived. Of course, if die descriptive 
stream is part of a video tape, video disc, or computer file, the user can always return to die 
location of die descriptive stream and display die informaiioa Some form of visible or audible 
indicia may be displayed to indicate that a descriptive stream is linked with a sequence of video 
frames. Descrq)tive stream 12 may also be linked to a single image. 

The frame indexes are used to synchronize die descriptive streams with the video 
sequences. The block may be furtiier divided into a numbCT of sub-blocks 22, 24, containing what 
are referred to herein as descriptoi/links, where each sub-block corresponds to a certain individual 
object of interest appearing in the frame, Le., sub-bk)ck 22 corresponds to one object 16a in the 
frame and sub-block 24 corresponds to anodier object 16b in the same frame. There may be other 
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objects in the image diat are not defined as objects of interest, and wMch, therefore, do not have a 
descriptive stream and sub-block associated dierewith. A sub-block includes of a numbw of data 
fields including but not limited to object index, textual description, voice annotation, image 
features, object links, URL links, and Java appl^ Additional infonnation nuy include notices 
regarding copyright and other intellectual property rights. Some notices may be encoded and 
rendered invisible to standard display equipment 

The object index field is used to index an individual object witiiin the frame. It 
contains die geometrical definition of the object When a user pauses, or captures, the video at 
some frame, the system processes all die object index fields within that frame, locates die 
corresponding objects, and marks them in some manner, such as by highlighting them. The 
highlighted objects are those that have further infomation recorded. If a user "clicks" on a 
highlighted object, die system locates the corresponding sub-block and pop-up menu containing 
±e available infwmation items. 

A textual description field is used to store further inforaiation about the objea in 
plain text This field is similar to the traditional closed caption, and its contents may be any 
information related to the object The textual description can help keyword-based search for 
relevant video contents. A content-based video search engine may look up the textoal 
descriptions of video sequences trying to match certain keywords. Because the textoal 
description fields are related to individual objects, they enable truly object-based search for video 
contents. 

A voice annotation field is used to store further infonnation about die ob^a using 
natural speech. Again, its contents may be any information related to die object 
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An image features field is used to store further information about the object in 
terms of texture, shape, dominant color, motion model describing motion with respea to a certain 
reference frame, etc.. Image features may be particularly useful for content-based video^image 
indexing and retrieval in digital libraries. 

An object links field is used to store links to other video objects in the same or 
other video sequence or image. Object links may be useful for video summarization and 
object/event tracking. 

The URL links field, which is illustrated in Rg. 2, is used to store links to Web 
pages and/or other objects which are related to the object For a person in the scene, such as 
person 26, i.e., the object of interest, the link in the sub-block 28 may be pointed to a URL 30 for 
the person's personal homepage 32. A symbol or icon in the scene may be linked to a Web site 
vMch contains the related background information. Companies may also want to link products 
34 shown in die video, through a sub-block 36 to a URL 38 to their Web site 40 so that potential 
customers may leam more about then: products. 

A Java applet field is used to store Java code to perform more advanced functions 
related to the object For example, a Java applet may be embedded to enable online wdeting for a 
product shown in the video. Java code may also be written to implement some sophisticated 
similarity measures to empower advanced content-based video search in digital libraries. 

In die case of digital video, die cassettes used for recording in such systems may 
have a solid-state memory embedded therein which serves as an additional storage location for 
information. The memory is referred to as memory-in-cassette (MIC). Where the video sequence 
is stored on a digital video cassette, the descriptive stream may be stored in the MIC, or on die 
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video tape. In genaral, the descriptive stream may be stored along with the video or image 
contents on the same media, i.e., a DVD disc or tape. 

Figure 3 depicts the system of the invention, generally at 50, as is used in a 
television broadcast scheme. System 50 includes a capture mechanism, \«4uch may be a video 
camera, a computer enable of generating a video signal, or any other mechanism that is able to 
generate a video signal A video signal is passed to an encoder 54, which also recdves 
appropriate companion signals from the various types of links which will form the descriptive 
stream, which encoder generates a combined video/descriptive stream signal 58. Signal 58 is 
transmitted by transmitter 60, which may be a broadcast transmitter, a hard-wire system, or a 
combination thereof. The combiaed signal is received by receiver 62, which decodes the signal 
and generates an image for display on video display 64. 

A trigger mechanism 66 is provided to cause receiver 62 to decode and display the 
descriptive stream. A decoder, in this embodiment, is located in receiver 62 for decoding the 
embedded descriptive streairL The descriptive stream may be displayed in a picture-in-picture 
(PIP) format on video display 64. or may be displayed on a descriptive stream display 68, which 
may be co-located with the trigger mechanism, which may take die form of a remote control 
mechanism for the receiver. Some form of indicia may be provided, either as a visible display on 
video display 64. or as an audible tone, to indicate that a descrq)tive stream is present in the video 
sequence. 

Activating trigger mechanism 66 when a descriptive stream is present will likely 
result in diose objects which have descriptive streams associated therewith being highlighted, or 
otherwise marked, to tell the user that additional inframation about the video object is present 
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The data block infonnation is displayed in the descriptive stream display, and the devise 
manipulated to allow the user to select and activate the display of additional infonnation. The 
infonnation may be displayed immediately, or may be stored for future reference. Of key 
importance is to allow the video display to continue uninterrupted so that others watching the 
display will not be compelled to remove the remote control from the possession of the user who is 
seeking additional information. 

In the event that the system of the invention is used with a digital library, on a 
computer system for instance, capture mechanian 52, transmitter 60 and receiver 62 may not be 
required, as the video or image win have already been captured and stored in a library, which 
library likely resides on magnetic or optical media which is hard-wired to the video or image 
display. Li this embodiment, a decoder to decode the descriptive stteam may be located in the 
computer or in the display. The trigger mechanism may be combined with a mouse or other 
pointing device, or may be incorporated into a keyboard, either with dedicated keys, or by the 
assigmnent of a key sequence. The descriptive stteam display will likely take the form of a 
window on the video display or monitor. 

A pplications 

Broadcasting TV Programs 

TV stations may utilize the method and system of the invention to add more 
functionality to dieir broadcasting programs. They may choose to send out descriptive stteams 
along with their regular TV signals so tiiat viewers may receive the programs and utilize the 
advanced functions described herein. The scenario for a broadcast TV station is similar to that of 
sending out closed caption text along with regular TV signals. Broadcasters have the flexibility of 
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choosing to send or not to send the descriptive streams for their programs at wilL If a receiving 
TV set has the capability of decoding the descriptive streams, the viewer may choose to use or 
not use the advanced functions, just as the viewer may choose to view or not to view closed 
caption text J£ the user chooses to use the functions, the user may read extra text about someone 
or something in the programs, hear extra voice annotations, or go direcliy to the related Web 
site(s), if the TV set is Web enabled, or perform some tasks, such as online ordering, by running 
the embedded Java applets. 

For a video sequence, die descriptive stream may be obtained through a variety of 
mechanisms. It may be constructed manually using an interactive method. An operator may 
explicitly choose to index certain objects in die video and record some corresponding further 
information. The descriptive stream may also be constructed automatically using any video 
analysis tools, especially those to be developed for the Moving Pictures Experts Group Standard 
No. 7 (MPEG-7). 
rnnmnift ^ Home Video 

The method and system of the invention may be utilized in making consumer 
video. Camcorders, VCRs and DVD recorders may be developed to allow the construction and 
storage of descriptive streams while recording and editing. Those devices may provide user 
interface programs to allow a user to manually locate certain objects in their video, index tiiem, 
and recording any corresponding information into tiie descriptive streams. For example, a user 
may locate an object within a frame by specifying a rectangular region which contains the object 
The user may then choose to enter some text into die textual description field, record some 
speech into the voice annotation field, and key in some Web pige address into die URL links 
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field. The user may choose to allow the programming of the device to propagate those 
descriptions to the surrounding fiames. This may be done by tracking the objects in the nearby 
frames. The recorded descriptions for certain objects may also be used as their visual tags. 

If a descriptive stream is recorded along with a video sequaice as described above, 
that video can then be viewed later and support all die functions as described above. 
Digital Video/Image Databases 

As previously noted, the method and system of the invention may also be used in 
digital libraries. Ihe method may be applied to video sequences or images originally stored in any 
common format including RGB, Dl, MPEG, MPEG-2, MPEG-4, etc. If a video sequence is 
stored in MPEG-4, the location information of the objects in the video may be extracted 
automatically. This eases the burden of manually locating them. Further information may then be 
added to each extracted object within a frame and propagated into other sequential or non- 
sequential frames, if so selected. When a sequence or image is stored in a non-object-based 
format, the mechanism described herein may be used to construct descriptive streams. This 
enables a video sequence or image stored in one format to be viewed and manipulated in a 
different format, and to have the description and linking features of the invention to be ^pUed 
thereto. 

The descriptive streams facilitate content-based video/image indexing and retrieval. 
A search engine may find relevant video contents at the object level by matching relevant 
keywords against the text stored in the textual description fields in the descriptive streams. The 
search engine may also choose to analyze the voice annotations, match the image features, and/or 
look up the linked Web pages for additional information. The embedded Java applets may 

10 
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implement more sophisticated similarity measures to further enhance cohtrat-based videofimage 
indexing and retrieval 

Thus, a method and system for object-based video description and linking has been 
disclosed. It wiH be appreciated that variatiOTS and modifications tiiereof may be made within the 
5 scope of the invention as defined in the appended claims. 
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CLAIMS 

1 . A method of object-based desa^tion and linking of objects widiin an image, 
comprising: 

generating a descriptive stream, including a data block, for the image; 
identifying at least one object of interest in the image; 
inserting description/links into the data block for an object of interest; and 
recording a fiame index at the beginning of each data block for synchronizing the 
description/links with the image. 

2. The method of claim 1 wherein said inserting of description/links includes inserting 
description/links taken from the group of description/links consisting of object indexes, textual 
descriptions, voice annotation, image features, object links, URL links and Java applets. 

3. The method of claim 1 herein said identifying at least one object of interest 
includes identifying the entire image as an objea of interest 

4. The method of claim 1 wherein the image is a portion of a sequence of images 
comprising a video sequence of video frames, and wherein said generating a descriptive stream 
includes generating a descriptive stream for plural video frames in said video sequence. 
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5. The method of claim 4 vkiieiein the video frames aie in sequential order in said 
video sequaice. 

6. The method of cldm 4 wherein the video frames are in non-sequentiai order in said 
video sequence. 

7. A method of object-based description and linking of objects within a video 



sequence, wherein the video sequence includes phiral video frames, comprising: 

gmerating a descrq>tive stream, including a data block corresponding to a select 

video frame in the video sequence; 

identifying at least one object of interest in a video frame; 

inserting description/links into the data block for an objea of interest; and 

recording, a frame index at the beginning of each data block for synchronizing the 

description/links with the video sequence. 

8. The mediod of claim 7 wherein said inserting of description/links includes inserting 
description/links taken from die group of (tescription/links consisting of object inctexes, textual 
descriptions, voice annotation, image features, object links, URL links and Java jq)plets. 

9. The method of claim 7 \rfierein said identifying at least one object of interest 
includes identifying the oitire video frame as an object of interest 
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10. The method of claim 7 whereiii said generating a descriptive stream includes 
generating a descriptive stream for ploral video frames in a video seqi^nce. 

11. The method of claim 10 wherein the video frames are in sequential order in a video 
sequence. 

12. The method of claim 1 0 wherein the video frames are in non-sequential order in a 
video sequence. 

13. A system for object-based video description and linking of objects to an image, 
whoein the image is represented by an electrical signal, comprising: 

an encoder for embedding a desciq)tive stream with the electrical signal; 

a display mechanism for displaying the image; 

a decoder for decoding the embedded descriptive stream; and 

a trigger mechanism for instructing said decoder to decode and display said 
descriptive stream in a descriptive stream display at die request of a user, and for selecting, at the 
request of a user, a particular portion of the descriptive stream with which to work. 

14. The system of claim 13 which further includes a capture mechanism for generating 
the image as a sequence of video frames, and for converting said image into a video agnal. 
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15. The system of claim 14 wUch ftudier includes a transmitter for transmitting said 
video signal and said embedded descriptive stream; and a receiver constructed and arranged for 
receiving said video signal and said embedded descriptive stream and for displaying a video 
image. 

16. The ^stem of claim 14 wherein said capture mechanism is taken from the group 
consisting of video cameras and computers. 

17. The system of claim 13 wherein said trigger mechanism is located in a remote- 
control device. 

18. The system of claim 13 wherein said descriptive stream di^lay is located in a 
remote-control device. 
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